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.504 – .507

.529 – .533 DIA
Panel thickness:
       .060 – .125

0.838±.005

ø 0.886±.005

Indicator Lights

Ordering Information for S-Series, Q-Series and CRS-Series:

Ordering Information for M-Series:

Ordering Information for L-Series:

�
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Panel Cut Out
Panel Thickness 1/32" - 3/16"

Approvals

UL recognized, CSA certified.  Dielectric strength: 1250 volts (live
parts to ground). Life: 35,000 hours average rating. Insulation
resistance: 5 megohms.

Lamps

6, 12 and 28 volt incandescent lamps standard.
125 and 250 volt neon lamps standard.

Markings

Letters, numbers and symbols can be applied to lens or to integral
nylon bezel; see inside back cover for details.
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Indicator

SGS
SGT
QGS
CRSO

Lamp Voltage
6V=6 Volt Incandescent

12V=12 Volt Incandescent
28V=28 Volt Incandescent

125V=125 Volt Neon
250V=250 Volt Neon
6VR=6 Volt Red LED

6VG=6 Volt Green LED
12VR=12 Volt Red LED

12VG=12 Volt Green LED

Cap Style
D=Beveled (S-Series only)

Lens Color Housing ColorTerminal
A=1/4" Quick Connect

B1=3/16" Quick Connect
C2=Solder

1=Red
2=Clear

3=Amber
4=Green
5=Blue

M9=Black
(For other colors 
contact factory)

Accessories
B=Barrier
T=Boot

E=Epoxy Seal

Notes: 1. Q and S Series
2. S Series Only

M F L G 0 B M9
Style Illumination Action Circuit Terminal Lens Body

F=Flush L=Lighted G=Indicator Only 0=Indicator Only B=3/16" Quick Connect 1=Red
2=Clear

3=Amber
4=Green
5=Blue

6=Translucent

Matte Finish
M9=Black

Voltage
2V=2 Volt
6V=6 Volt

12V=12 Volt
28V=28 Volt

125V= 125 Volt
250V=250 Volt

Lamp or LED
Color
Neon

Green Neon
Red LED

Green LED
Amber LED

Shape
R=Round

Plating
O=None

Base
T=Threaded

Series Terminal
T=Quick Connect .110

Voltage
2=2V
6=6V

12=12V

Circuit
O=Indicator 
Light Only

Button Color
1=Red Transparent

2=Clear
3=Amber Transparent
4=Green Transparent

Base Color
9=Black

LED Color
R=Red

A=Amber
G=Green
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